
Ø.118 [Ø3.0mm]

0.210 [5.3mm]

L

0.100 [2.5mm]

MIN.

0.100 [2.5mm]

Ø.032

+.003

-.002

Recommended Mounting Holes

TYP.

0.020 [0.5mm] SQ.

Ø.190 [Ø4.8mm]

LED Dia.

Spacer Dia.

LED Specs and Dimensions UpdateD

REV. DESCRIPTION

T. Y.

APPROVED

07/22/10

DATE

LEAD SOLDERING TEMPERATURE(1/16" FROM BODY)

OPERATING TEMPERATURE RANGE

ABSOLUTE MAXIMUM RATINGS (Ta=25 C)

STORAGE TEMPERATURE

REVERSE CURRENT

REVERSE VOLTAGE

E Added Tape & Reel Options
06/06/11 T. Y.

F Tape & Reel Design Update 11/21/11 T. Y.

G
LED Offering List Update

07/27/12 T. Y.

1.00 [25.4mm]

0.031 [0.8mm]

Ø.150 [Ø3.8mm]

LED Flange Dia.

REF.

FLAT EDGE ID

H Corrected LED Typo
08/09/13 T. Y.

J Corrected P/N Typo in BOM 09/19/13 T. Y.

K Updated LED Optical Characteristics 09/12/15 J. C.

1

2

1. LONG LEAD

2. SHORT LEAD

Bi-Color

2

1

2

1

Single

Color

(2) Cathode(1) Cathode

Red
Green

Yellow
Green

3BC-F

3BC-Y/G-F

LED P/N

BI-COLOR POLARITY
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M ECO-1074 Corrected Standard Tolerance
09/22/20 A. V.
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DIRECTION OF FEED

14" X 2" REEL

NOTE:

1.  STANDARD PART NUMBERS ARE PACKAGED IN LOOSE PIECES USING PACKAGING TRAYS

2.  ADD "T" SUFFIX TO PART NUMBER FOR TAPE AND REEL PACKAGING OPTION (1,000 PCS/REEL)

3.  ADD "A" SUFFIX TO PART NUMBER FOR AMMO PACK OPTION (2,000 PCS/BOX)

4.  TAPE AND REEL PACKAGING COMPLY TO EIA-468-C

AMMO PACK

2,000 pcs / box

13.5 [345mm]  REF.

L
A

B
E

L

16.5 [420mm] REF.

2.5 [63.5mm] REF.

TAPE & REEL

1,000 pcs / reel

STANDARD PACKAGING TRAY

0.709 [18.0mm]

0.511 [13.0mm]

0.500 [12.7mm]

0.500 [12.7mm]

0.058 [1.5mm]

MAX.

TYP.

TYP.

Ø.158 [Ø4.0mm]

TYP.

MASKING TAPE

CARBOARD REEL

(.020" THICK)

0.250 [6.4mm]

TYP.

LONG LEAD

ANODE

TYP.

0.100 [2.5mm]

TYP.

0.650 + XXX*

0.650 [16.5mm]

XXX* = ELM SPACER HEIGHT
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