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ANGULAR

7MM ROUND

FLP5-XX.XS. IRVING
DESIGNED: DATE:

5/22/2002

SCALE:

LENS CAP/FLP ASSEMBLY

SHEET
32559

INSERT

FLEXIBLE LIGHT PIPE

HOLDER CAP

HOLDER CAP BODY

 L 

.070IN 1.8mm

.57IN 14.5mm

REVISIONS

REV. DESCRIPTION DATE APPROVED

E FLP LENGTH UPDATE 10/18/2005 M.C.
F FLP LENGTH CLARIFICATION 1/11/2006 M.C.
G UPDATED FIBER IN BOM 11/16/2012 T.Y.
H ECO-1216 - UPDATED LENS DIMENSIONS 8/22/2023 A.V.
J ECO-1242 - UPDATED DIMENSIONS & VIEWS 3/27/2024 A.V.

NOTES:
ALLOWABLE CUT LENGTH IS UP TO 3 DECIMAL PLACES.1.

LENGTH (L) TOLERANCE
0.750" ~ 16.000" ±0.050"

16.001" ~ 40.000" ±0.150"
40.001" ~ 80.000" ±0.300"
80.001" ~ 3,940.0" ±0.500"

J

.273IN 6.9mm

RECOMMENDED MOUNTING HOLE
(PANEL THICKNESS = 0.100")


