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LIGHT PIPE

VLPR-24-XXXX-2_CT.YIN

SHEET #      OF
MICHAEL P.

1

SHEET
10/12/23

REVISIONS

REV. DESCRIPTION DATE APPROVED

A ENGINEERING RELEASE 3/10/04 M.C.
B ADDED COLOR OPTIONS 2/2/16 J.C.
C ECO-1230, UPDATE DIM. TO ACTUAL PART 10/14/2023 A.V.

NOTES:
MATERIAL: POLYCARBONATE, UL94V-0, CLEAR.1.
PARTS ARE DYED TO COLOR UPON REQUEST.2.
SURFACE FINISH - MOLDTECH MT115003.

RECOMMENDED MOUNTING HOLES

VLPR-24 - _ _ _ - 2  _ _

COLOR ORDER CODE
BLUE BE

BLACK BK
GREEN GN
GRAY GY
RED RD

YELLOW YW

RIGID
LIGHT PIPE

SERIES

HEIGHT

LENS WIDTH

NOTE: LEAVE ORDER CODE BLANK
IF NO COLOR IS DESIRED

SEE NOTE 3

 H 

4.8mm.190IN

R.049IN 1.2mm

.252IN 6.4mm

4.0mm.156IN

2.0mm.080IN

.090IN 2.3mm

A

.118IN 3.0mm

SEE NOTE 3

.100IN 2.5mm

.100IN 2.5mm  TYP.

DETAIL A
SCALE 8 : 1

 60° 

 .055IN  [1.4mm] 

.185IN 4.7mm

 D +.003/-.002 

P/N H D +.003/‐.002 D1
VLPR‐24‐500‐2 0.500 [12.7mm] 0.063 [1.6mm] 0.067 [1.7mm]
VLPR‐24‐650‐2 0.650 [16.5mm] 0.063 [1.6mm] 0.067 [1.7mm]
VLPR‐24‐858‐2 0.858 [21.8 mm] 0.062 [1.58mm] 0.065 [1.65mm]
VLPR‐24‐1028‐2 1.028 [26.1mm] 0.062 [1.58mm] 0.065 [1.65mm]


